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Pigment dosing machine type EB  
(modular design) 
Pneumatic conveying 

Fig.: EB 2 WS charging silo 1,2 m³  
        and bag charging silo 0,5 m³ 

Fig.: Dimensions EB 2 WS  

Consisting of following modules:  
 
- Basic unit  
- Electronic control system DS 2 (integrated in bas ic unit) 
 
Technical details basic unit: 
number of components                                        max.  2 
weighing range                                                    0,3 - 25 kg 
classification of the weighing scale 1250  sections at 20 g 
shut-down accuracy                                                   ± 20 g 
load cell                                                                   2 x 50 kg 
load cell division                                                        3000 d 
performance of the machine                     approx. 12 - 30 l/min.  
(referring to the shut-down accuracy above; 
higher delivery rate on request) 
 
required working pressure                                         6 - 8 bar 
required diameter air supply                                         G 1" 
air consumption each operation                  approx. 1000 l/min. 
(dried, oil-free, relaxed air) 
 
The air consumption is depending on a feeding length and height. Above 
mentioned data are based in approx. 20 m feeding pipe length  and a pulse 
period of 2,5 –3 minutes.  
 

 
for 

·  Granulates 
·  C-Pigments 

Charging possibilities:  
 
·  Changeable steel silo 1,2 m³ (additional price) 
·  Bag charging steel silo 0,5 m³ (additional price) 

Subject to change without prior notice! 
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Dosing machine - 
compact in size 
including control system 
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Electronic control system DS 2  
 
Microprocessor controlled dosing system, fitted in a rack 
(size 365 x 145 x 265 mm), with integrated keypad,  
optional extension for connection of PC and log printer. 
 
Basic equipment: 
- Weighing display, operator prompting, data and mix recipe input via  
   LCD-display (size 135 x 40 mm). 
 
- Membrane keypad with function block for menu selection,  
   alphanumeric block for data entry, as well as keys for manual operation 
   with integrated indicator lamps. 
 
- The target and actual weighing data and component numbers are  
   visualized in a LCD-display. An error message is indicating, in case 
   data is out of range. The process can be continued by accepting or 
   correcting of this error indicated. 
 
- All components can be dosed in coarse or fine flows. 
 
- The basic device is equipped with a storage capacity of maximum 
  100 mix recipes. 
 
Operation process: 
- The basic unit consists of a fully automatic operating control unit 
   for the complete dosing process and the input of all relevant data. 
 
- A mixing process can be started by the input of the mix recipe and   
   the required quantity. After "start - dosing" the dosing program is running  
   up to the end of the weighing process. Further input "start - discharge"  
   releases the discharge of the weighing bin. Then a new dosing process  
   can be started.  
 
- Up to 2 components can be dosed additively (this depends on the  
  number of components of the pigment dosing machine). 
 

 
„The small one“ 
 
Compact dosing machine 
including control system 

The pigment dosing machine EB . WS is available wit h following number of components:  
 
    
EB 1 WS basic unit, control system DS 2   
EB 2 WS basic unit, control system DS 2   
    
    
 

Overview accessory parts:  
 
·  Pneumatic coneying hose NW 50 

·  Clamps for pneumatic conveying hose 

·  Two-way distributor for pigment distribution  
onto 2 mixers (only in connection with upgrade from 
control system DS 2 up to DS 5) 

·  Control system DS 5 

·  Mixer mounted dust collector size. VII 7,5 m² 

·  Pigment storage pod size 7,5 m² V= 60 l 

Subject to change without prior notice! 
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