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Included in our standard scope of supply : 

·  1 – 5 cylinder selectively 

·  Volume of cylinder selectable from 5,5 l – 50 l 

·  Calibrateable load cell, resolution 3.000 d 

·  Butterfly valve electro-pneumatic, airless and de-energized closed (motor-
driven valve on request), therefore no uncontrolled supply of the mixer 
possible 

·  Rinsing device for each cylinder 

·  Each cylinder has 2 inlets for liquids including check valve (starting from the 
cylinder size 9 l) 

·  Pressure reducer with manometer 

·  Cylinder made of PVC built on weighing console; alternative cylinder made 
of stainless steel 

 
Other designs on request. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Liquid weigher GBW and SBW 
for liquids of any kind 

 
·  robust 
·  precise 
·  maintenance-free 

Subject to change without prior notice! 

Liquid weigher – wall mounted 
GBW III 9/5,5/9 

GBW III 25/25/25 
for automated scale check 
with attached standard weight 
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Liquid weigher GBW and SBW 
Designs in use 

Additional accessory  parts : 

·  Connection with outlet pipe and backflow prevention 

·  Electric position indicator for butterfly valve 

·  Standard weight 2 kg, 5 kg or 10 kg 

·  Filling pump C 80 including hose, filter element and 
connection for water flushing 

·  Emptying pump C 80, motor 0,72 kW 

·  Console for pumps 

·  Additional conveying device 
(in case that the mixer level is over 3 m higher than the level 
where the liquid weigher is installed) consisting of: 
1 collective pipe for 4 connections, 1 de-aeration and  
1 pump with pre-chamber as well as 1 shut-off valve  
electro-pneumatic actuated. 

 
Accessory parts for chromate reducer:  

·  Pump for emptying CPE 1 

·  Pump CP 30, delivery rate at 15 m lifting height  
approx. 30 l/min. including wall console, 5 m hose, filter 
element, backflow prevention and connection for water 
flushing 

Liquid weigher – 
wall mounted 
GBW III 9/5,5/9 l 

Liquid weigher  – 
base mounted 
GBW III 9/9/9 l with 
emptying pumps 

Liquid weigher – 
in housing 
SBW III 9/5,5/9 l  

Pump C 80 with bypass and 
manually flow restriction 


