KINDLER  MISCHTECHNIK  DOSIERTECHNIK

Faserdosiermaschine FS300 PUCK

zur Dosierung von gebundelten Fasern (Pucks)

l
f
f!m-m,-

Zubehor optional:
Big-Bag-Traggestell mit Hebekreuz
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Circa-Male in mm!
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Geeignet fir die Verarbeitung von

Faserdosierung FS300 PUCK
»  Faserpucks

Einsetzbar fir

Grundeinheit mit Vorratssilo _
. PUCKs mit max. @ 60 mm

Technische Daten: mit Faserlange 40-55 mm
Fassungsvermogen Vorratsbehalter ca. 200 | (andere testen wir gerne fir Sie)
Austragleistung variabel 0,3-6 kg/Min.

Motoren 1x0,08 kw  1lr——— [ 1 1
Betriebsspannung 230/400 V, 50 Hz [ 1T

Grundeinheit in Stahlblechkonstruktion mit integrierter
Fordereinrichtung und Walzenaustrag.

Sammel- und Wiegeband

Technische Daten:

——
o~
, Gurtbreite 400 mm = ] N
Troghohe 160 mm : 11
Q Gurtgeschwindigkeit 1,18 m/Sek. = : _
Motor 0,18 kw | | 1 . 11 g
= Wagebereich 0,1-10 kg | | : <
O £ Waagenteilung 20g ; 3
©  Wagegenauigkeit abhangig vom Gewicht §
m S der eingesetzten PUCKs il 5
s sowie des angeforderten 400 | [
g Gewichts: 1-2 Pucks L 10
m S Optional erhaltlich:
S - Dosiersteuerung 1360
% - Frequenzumrichter
E
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KINDLER  MISCHTECHNIK  DOSIERTECHNIK

Fibre dosing machine FS300 PUCK
for dosing of bundled fibres (Pucks)
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Optional accessory:
Big-Bag-steel rack with lifting hook
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Suitable for the processing of

Fibre dosing machine FS300 PUCK .
*  bundled fibres (PUCKSs)

applicable for

Basic unit with storage bin )
PUCKs with max. @ 60 mm

Technical data: Fibre Iength 40-55 mm

Volume storage bin approx. 200 | (we are happy to test other fibres
Discharge capacity 0,3-6 kg/Min. for you)

Motor 1x0,08 kW

Operating voltage 230/400 V, 50 Hz

Basic unit in sheet steel construction with integrated discharge device
and dosing roller.

Collating weighing conveyor

Technical date: T E
Belt width 400 mm S ]
Vat height 160 mm o—— o B
Belt velocity 1,18 m/sec. LE 1Nk & 7
Motor 0,18 kw | | r ‘| c
Weighing range 0,1-10 kg ]|, i i || S
Scale division 209 % h s
Weighing accuracy depending on the net weight | |1 I j 11 @
of the used PUCKSs as well as 1 | 2

the requested weight: 1-2 Pucks ] £

[a)]

Optional available: HE ANE
- Electronic control system U | 400 4 U
- Frequency converter — —

PRODUCT |

Subject to change without prior notice
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